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planika
N E T  Z E R O  F I R E P L A C E S

PANORAMA LEFT CORNER
WITH AUTOMATIC BEV® BURNER

Net Zero fireplace with BEV Technology®
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HEAT DISTRIBUTION
Enhance your home's comfort and 
energy efficiency with our modern 

fireplace, designed to channel heated 
air to other rooms or even outside, 

ensuring optimal warmth distribution.

TRUE ZERO CLEARANCE
The feature that allows you install the 

fireplace in a housing construction  
made of combustible materials and 

even hang a TV above the fireplace.

AUTOMATIC BEV® BURNER
The BEV Technology® guarantees burning 

that is free of smoke, odor, or ash. This 
technology creates a flame by burning 

ethanol vapors, ensuring that the fire has no 
direct contact with the liquid fuel.

GLASS ENCLOSED
Experience the perfect blend of 

elegance and efficiency with our 
modern closed fireplace featuring 

tempered glass, offering unparalleled 
heat retention and safety for your home.

OPTIONAL DECORATIVE LOGS
Enhance your fireplace's aesthetic with our 

new decorative logs, adding a touch of 
elegance and warmth to any room.

EXTERNAL CONTROL PANEL
The fireplace has an intuitive LCD 

touch panel with an inlet for automatic 
refuelling. The panel has a 2.5m-long 

connection and is to be installed next to 
the fireplace above the burner surface.
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N E T  Z E R O  F I R E P L A C E S

Panorama Left Corner
Fuel tank capacity 5.5 L

Maximum burn time 10 hours

Maximum heat output 7.0 kW

Minimum room cubature 70 m3

Flame height regulation 6 stages

Weight 93.3 kg

Fuel type bioethanol 95 - 96,6%

Flue heat extraction system included

Air change rate 1 space volume per hour

Power supply 230 V

Finish black powder coating

Materials steel, galvanized steel, tempered glass

Application for indoor use only

CONTROL OPTIONS

included optionalincluded

‘PLANIKA BEV’ APP
Control the fire with your smartphone!

360 [14,2"]

11
5 

[4
,5

"]

1219 [48"]

1301 [51,2"]

431 [17"]

253 [10"]

13
0 

[5
,1

"]
68

7 
[2

7"
]

77
9 

[3
0,

6"
]

50
8 

[2
0"

]
282 [11,1"]

46
 [1

,8
"]

999 [39,3"]

1040 [40,9"]

38
 [1

,5
"]

78
 [3

,1
"]

964 [38"]


